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McLaneTerm

Getting Started

McLaneTerm is a terminal emulation program used to communicate with serial McLane instruments.
With McLaneTerm, you can interact with your MclLane instrument's text based interface while it is connected to a serial port
on your computer or through a Remote Access connection over the Internet.

e MclLaneTerm — O pd

File Edit Tools Help
x| @ A B| @ |0 5 @ NotCapturing | 5 | EMcLANE

Confiquration: PST-13 CF2 Vv3_14 of Nov 9 201¢

McLane Research Laboratories, Inc.
ParFlux Sediment Trap
ML12345-12

Main Menu

Tue Mar 14 12:27:42 2017

<1> Set Time <5> Create Schedule
<2> Diagno=stics <6> Deploy System
<3> Fill Containers <7> 0ffload Data
<4> Sleep <8> Contact McLane

<C>» Configure

Selection [] ?

= coMl Al 9600 B Mar/14/2017 (L) 12:28:13 | |og: T/l & PST-13  ©=ML12345-12

Installing

McLaneTerm is a multiplatform application designed to run on Microsoft Windows and Mac OSX
Installing content:

Windows
Mac
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Windows
To install McLaneTerm, double-click the file: 8! McLaneTerm.msi
The installer program will guide you through the setup process with the following screens:

1. Welcome Screen. Click Next to proceed.
jﬁ McLaneTerm — >

Welcome to the McLaneTerm Setup Wizard o’ o -

The ingtaller will guide vou thraugh the steps required to install kMclaneT erm on your compuker.

Cancel < Back

2. Confirm Installation. Use the checkbox to determine if McLaneTerm should be launched after installation.



McLaneTerm

ﬁMcLaneTerm _ 5

Confirm Installation J.J.J
o
.

The inztaller iz ready to install McLaneTerm on your computer.
Click. "Mext" to gtart the installation.

Launch MclaneTerm after installation is complete.

3. Installation Complete. Click Close to finish the setup process.

ﬁMcLaneTerm — e

Installation Complete o
o
r

McLaneT erm has been successfully installed.

Click "Cloze' o exit.
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McLaneTerm

Mac
In order for McLaneTerm to run under OSX, the Mono framework must be installed. The latest version of the Mono framework

can be downloaded from: http://www.mono-project.com

To install McLaneTerm, double-click the file: & MclLaneTerm.dmg

Drag the McLaneTerm icon into the Applications folder:

@ - ... McLaneTerm

= 2 items —

McLaneTerm Applications

— McLaneTerm

Launching

After installation is complete, McLaneTerm can be accessed from the operating system's interface.

Launching content:
Windows
Mac
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https://download.mono-project.com/archive/5.0.0/macos-10-universal/MonoFramework-MDK-5.0.0.macos10.xamarin.universal.pkg

Windows

Open McLaneTerm using the desktop shortcut or start menu link created during installation.

f
MclaneTerm

. McLane Rezearch Labs
=_  MeclaneTerm

e Microsoft Edge

v Microsoft OneDnve




McLaneTerm

Mac

Open McLaneTerm from the corresponding icon in the Applications folder in Finder.

| NN * Applications

< B=o0o = % »
Favorites ﬂ

@) AirDrop ‘

£ All My Files <=

& iCloud Drive Keynote Launchpad Mail

ﬁ Applications

[ Desktop "'--1

@ .

M Documents '\@ see

© Downloads Maps McLaneTerm Messages
Devices

@ Remote Disc J—
Shared ; -

@ All.. —

Microsoft Remote  Mission Control Notes

Tags Desktop

® Red & Macintosh HD > " Applications

47 items, 144.95 GB available — —
Uninstalling

McLaneTerm can be easily removed from the operating system.
Uninstalling content:

Windows
Mac
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Windows

To remove McLaneTerm from your computer, open the Add or Remowve Programs Link in the Control Panel and click the
Uninstall button.

= i e Filters ~/
Best match
{n
Add or remove programs

[ System settings

Settings

= Apps & features

[&1 Programs and Features
il [ Change or remove a program
o
[

4 remove programs

Settings — O >

22 Apps & features

> MclLaneTerm 1.26 MB
N Mclane Research Labs 31142007

Maodify Uninstall




Mac

To remove McLaneTerm from your computer, right-click the corresponding icon in the Applications folder in Finder and select

Mowe to Trash.

McLaneTerm

0 e . Applications
< = [0 01 SEv| 3w >
Favorites m
@) AirDrop ‘
[E) Al My Files -
&) iCloud Drive Keynote Launchpad Mail
#2 Applications
[ Desktop ) Ak |
™ Documents () Open
Show Package Contents
© Dpownloads Maps
Move to Trash
Devices
Remote Disc Get Info
Ij_l Rename
Shared @ Compress “McLaneTerm”
@ All.. Duplicate
Microsoft Remote  Mission Con  Make Alias
Tags Leesctop Quick Look “McLaneTerm"
@ Red & Macintosh HD » = Applications Share
1 of 47 selected, 144.95 GB availa Copy “McLaneTerm”

Understanding the UI

Show View Options
Tags...
o0 000

Reveal in Finder

[ 2

The main window in McLaneTerm has 4 sections (Main Menu, Toolbar, Terminal Window and Status Bar).
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McLaneTerm

@ McLaneTerm — O x
(File Edit Tools Help|[1]

|[{a' =l 41 Fo | @ |0 77 @l Mot Capturing | L ] B McLANE
Confiquration: PST-13 CF2 Vv3_14 of Nov 9 201¢

McLane BResearch Laboratories, Inc.
ParFlux Sediment Trap
ML12345-12

Main Menu

Tue Mar 14 12:27:42 2017

<l> Set Time <5> Create Schedule
<2> Diagno=stics <> Deploy System
<3> Fill Containers <7> 0ffload Data
<4> Sleep <8> Contact McLane

<C> Confiqure

Selection [] ?

[ﬂsmu Zfl 3600 |@uarf14f2017 (D) 12:28:13 ||_.;.g;E|i|..";‘-}Ps'1'—13 &--HL12345—12]|E|

1. Main Menu:
All McLaneTerm functions can be accessed from the Main Menu and sub menus.

Edit Tools Help
9 Checkfor Updates
Exit

File W08 Tocls  Help
0ol Copy

0] Paste
[fo  Paste Current Date

File  Edit IEH Help

Settings
Wake-up
0 Start Capture

%

X3 End Capture
ml Open Capture
@ Firmware Update

File Edit Tools

Bl Help
[ About
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2. Toolbar:
The toolbar is located under the Main Menu and provides quick access to most functions.

‘ 03 ‘ kéi‘ |:I|—'| I':I‘:j EIG) @ C | &2 Not Capturing

3. Terminal Window:
The Terminal Window is the serial communication interaction portion of McLaneTerm. All text and control characters entered
here will be sent to the connected instrument and all serial data returned from the connected instrument will be displayed.

“®

4. Status bar:
The Status Bar is located at the bottom of the user interface and displays the following information:

¥ |=comn S sso0 B Mar/14/2017 () 15:27:20 |log: 7| Ml |3 PST-13  ©=ML12345-12

[a][b] [d] [e] HAR [i]

a. Connection Status. Displays when serial communication is established.

b. Serial Port Name.

c. Baud Rate.

d. Instrument Date. Displays the date reported by the connected instrument when available.

e. Instrument Time. Displays and counts the time reported by the connected instrument when available.

f. Open Session Log file. Click to open the text log file for the current session.

g. Open Log folder. Click to display all session log files.

h. Instrument Configuration. Displays the configuration string reported by the connected instrument when available.
i. Instrument Serial Number. Displays the serial number reported by the connected instrument when available.

Settings

McLaneTerm settings are controlled from a centralized window which can be accessed from the Tools Menu or the Toolbar:

File  Edit Help

Bl Wake-up

O Start Capture
End Capture

ml Open Capture

@ Firmware Update

$||j—.||f|‘j@|@|il:l QNDtCapturing|%|

Clicking the Settings button will display the Settings Window as shown next. Terminal Settings change background color,
font, and other display properties:



McLaneTerm

Settings >
COM settings McLane Settings
Port: |[COM1  ~ | Baud: 5600
Parity: | Mane Data: 2

Stop: 1 Fow: | Nane

Teminal Settings

Fant: | Courier WHew v|
Monospace ] Wrap
Size: | 11 w B I

Teminal Preview

Sample text
[a,b,c] (1,2,3)
[iT11l, oo0}

[] Show lange toclbar icons

[] Show settings on startup
Show wamings

Check for updates on startup

QK Cancel

The following options are available and can be controlled from the Settings Window:

Settings >

COM settings Mclane Settings

Port: [:Ol'u'H Baud: | 9600 IE
Parity: Nu:une Data: 2
Stop: 1 Flowy: NDHEIE‘

Teminal Settings

Fgrrt;|Cc:-uri&r Hew v|
|H| Monospace |E||:| Wrap

Size: |11 4] | | [

Teminal Preview

Sample text
[a,b,c] (1,2,3)
{1iT1nl, oc0}

] Show lange toolbar icons

[] Show =ettings on startup
Show wamings .
Check for updates on startup

QK Cancel

1. Serial port name. All installed serial ports will be displayed in the drop-down.

2. Serial parity control. The drop-down will contain: None, Odd and Even.

3. Serial Stop Bits. The drop-down will contain: 1 and 2.

4. Serial Baud Rate. The drop-down will contain: 1200, 2400, 9600, 19200, 38400, 57600, 115200.
5. Serial Data Bits. The drop-down will contain: 7 and 8.
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6. Serial Flow Control. The drop-down will contain: None, Hardware and Software.

7. Serial McLane Settings. This option resets and locks all serial settings to the McLane instrument default. The baud rate
can still be changed.

8. Terminal Window Background Color. Click to open a color picker to choose the terminal window background color.

9. Terminal Window Text Color. Click to open a color picker to choose the terminal window text color.

10. Terminal Window Font. The drop-down will contain samples of the installed fonts for the terminal window.

11. Terminal Window Monospace Font Filter. When checked, filters the Font drop-down to only display the installed mono-
spaced fonts.

12. Terminal Window Text Wrap. When checked, wraps owverflown horizontal text on the terminal windows to the next line.
13. Terminal Window Font Size.

14. Terminal Window Font Modifier: Bold.

15. Terminal Window Font Modifier: ltalic.

16. Terminal Window Preview. Displays the selected visual settings as they would show in the terminal window.

17. Show Large Toolbar Icons.

18. Show Settings on Startup. When checked, displays the settings window every time McLaneTerm is launched.

19. Show Warnings. Enables system warnings when checked.

20. Show for Updates on Startup.

In order to save changes made in the Settings window, you must click the OK button. Clicking Cancel will return all settings
to their previous states.

All settings controlled from the Settings window are saved across sessions, along with the main window size and position.

Using the Terminal Window

All text entered into the Terminal window is forwarded immediately to the connected instrument using the serial
communication parameters defined in the Settings window. McLaneTerm does not echo typed characters in the Terminal
Window and only displays information streamed by the connected device.

Using the Terminal Window content:

Entering text
. .



McLaneTerm

Entering text

Under normal operation, text typed in the Terminal Window will be displayed when an instrument is connected. McLaneTerm
will also display all serial data sent by the connected instrument independent of user interaction.

In the example shown next, 2 was typed in the terminal window and sent to the connected instrument; in return, the
instrument began streaming diagnostic information.

& McLaneTerm — O x
File Edit Teols Help
|{ﬂ-|$||:'|—.||f|ﬁ)|@|il:l QNotCapturing|%|
~
Main Menu
Thu Mar 1& 09:32:23 2017
<1> Set Time <5> Create Schedule
<2> Diagno=stics <6> Deploy System
<3> Fill Containers <7> 0ffload Data
<4> Sleep <8> Contact McLane
<> Configure
Selection [] ?
Hold down “C to exit. Any other key to pause/continue.
Date Time Battery Int. Temp Rotator
(03/16/2017 09:32:26 24.2 vb 24.6°C aligned]|
[03/16/2017 059:32:28 24.2 Vb 24.6°C aligned)|
[03/16/2017 09:32:30 24.2 Vb 24.6°C aligned|
(03/16/2017 09:32:32 24.2 Vb 24.6°C aligned]|
w
¥ | ©@=com S8 9600 B Mar/16/2017 (L) 09:32:30 |log: -] Ml | &} PST-13  @=ML12345-12
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McLaneTerm

Copying and Pasting Text

McLaneTerm forwards all control characters to the connected instrument, including Ctrl+C and Ctrl+V. As a consequence,
copying and pasting text in the Terminal Window is achieved using the following options:

1. Copy:
Can be accessed from the Main Menu and Toalbar. If there is no text selected in the Terminal Window, all content is copied to
the Clipboard. If a selection is made, only the selected text is copied.

File Tools  Help
4] Paste
[fo  Paste Current Date

|-E]-|$Ej @|@|:D QNDtCapturing|%|

2. Paste:
Can be accessed from the Main Menu and Joolbar. All text content on the Clipboard is sent to the connected instrument.

File Tools  Help

! Copy

[f5  Paste Current Date

|-E]-|$||j—.|ﬁ.|@|il:l QNDtCapturing|%|

Using Commands

McLaneTerm can send a wake-up command and paste formatted date and time to the connected McLane instrument.
Using Commands content:

Wake-up
Paste Date/Time
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McLaneTerm
Wake-up

As an alternative to using the Terminal Window and typing the wake-up character (Ctrl+C), you can use the Toals Menu or the
Toolbar to wake-up your connected McLane instrument.

File  Edit [T Hele

{a' Settings

O Start Capture
End Capture

fml Open Capture

@ Firmware Update

|¢|jjﬁﬁﬁ)|@|:ﬂ QNDtCapturing|%|
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McLaneTerm

Paste Date/Time

The Paste Date/Time function in the Edit Menu and Toolbar sends the current date and time to the connected McLane
instrument.

File W08 Tools  Help
[ Copy

4] Paste
I:E'@ Paste Current Date:I

(&% |2 a®]e|o

The Paste Date/Time Dialog sends your computer's current date and time to the connected instrument. A special date and
time can also be selected.

| Mot Capturing | L |

Paste Date/Time >
Date: Time:
Mar/16:2017 [El~ | 10:28:00 -

Paste Cancel

By default, the Paste Date/Time Dialog contains your computer's current date and time. Clicking the Paste button (1) will
send the displayed date and time to the connected instrument and leave the Dialog open so multiple dates/times can be
entered consecutively. The Paste and Close button (2) will close the Paste Date/Time dialog after sending the selected value

to the connected instrument.

Paste Date/Time >
Date: Time:
|Mar/16/2017 F~ | 10-28:00 v

11]

2
Paste Paste and l--.--. Cancel

To change the date, use the dropdown calendar to choose the year, month and day.

Paste Date/Time X
Diate:  Time:

MarﬂEﬁEDﬁ” [E- ] 10:46:23 -

1 March, 2017 k

= Sun Mon Tue Wed Thu Fri  5at

26 27 28 1 2 3 4

5 ] 7 ] M N

12 13 14 15 17 18

19 20 21 22 23 24 25

26 27 28 29 30 3 1

2 3 4 5 o 7 ]

[ Today: 3/16/2017

To change the time, use the time-picker dropdown to choose the hours, minutes and seconds.
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Date: Time:
Mar/16/2017 [~ || 1053:35 []]

Paste Paste and + + +

10 |-| 52 |-| 58
10:53:35

Changing the time can be done by using the (+) and (-) buttons for hours (1), minutes (2) and seconds (3), or by entering the
numeric value in the respective textbox. To use your computer's current time click the checkbox (4).

Date: Time:
Mar/16/2017 [El~ | 10:53:35
Paste Paste and + &4 o=
10 |-| 92 |:

=[]l=
(4.10:53:35

Firmware Update

McLaneTerm can be used to update the firmware on your connected McLane instrument.
In order to flash new firmware to a connected instrument, you will need a compatible firmware installation file. Contact McLane
for firmware updates.

Firmware Update contains the following steps. These steps update firmware on CF2 electronics. Contact McLane for updating
firmware on TT8 electronics.

Before launching Firmware Update from McLaneTerm, complete the steps below in the instrument firmware.

1.Exit the McLane firmware:

To exit menu driven firmware: From the Main Menu, type q and use the password mcl. This command brings you to the CF2>
prompt for samplers and the C:\ prompt for profilers.

To exit adaptive firmware: At the command line type main_menu to return to the Main Menu. From the Main Menu, type q
and use the password mcl. This command brings you to the CF2> prompt for samplers.

2. Proceed to the Firmware update function on the Tools Menu or the Toolbar.

File  Edit Help
£} Settings
= Wake-up
O Start Capture
End Capture
ml Open Capture
[@ Firrnware UpdatEJ

|-E]-|ﬁ||j—.||ft| @'@:D QNDtCapturing|%|

3. Admin Password:
Provide the administrator's password required to initiate the firmware update. Contact McLane for Firmware compatibility.



McLaneTerm

Firrmware Update x

Please provide the admin password
required to perform the fimmware update.

Passwond: |

Corcs

4. Choose the Firmware binary file compatible with the connected McLane instrument from the file browser dialog. Only valid
McLane Firmware file extensions are displayed.

@ Open >
Yk <« public » TestFirrnware w0 Search TestFirmware 0
Organize + Mew folder = T @
I Desktop = Mame Date modified Type
= Documents | | CF2-Lv-3.00r10.4PP 12/8/2016 400 PM  APP File
; Downloads |:] CF2-MMP-5_28.RUN 2/19/2017 1:23 AM  RUN File
J‘l Music |:| CF2-0PV-2_00.APP 2/9/2011 2:55 PM APP File
= Pictures |:| CF2-PST-4_Or6.APP 11/14/2016 2:27 PM APP File
B Videos IT‘] TTE-0PV-2_00.AHX 2/9/2011 2:31 PM AH File
TT8-WTS5-2_05r01.AHX 1113720141053 ... AHXFil
::_' 0s EC::] |_1 2. £ 1 A e
¥ Network v o »
File narme: ~ | Al Pregram Files (".app®.run®
Open - Cancel

5. Choose the Firmware upload baud rate. In most cases the default upload baud rate value of 115200 can be used. Howeer,
on long or inconsistent connections, the baud rate can be lowered to minimize the potential for transfer errors.

Upload Speed =

Select the baud rate for the fimmware
update.

115200 ~

Carcel

6. Preparing for Update. McLaneTerm checks the Firmware file and prepares it for uploading to the connected instrument.

Frmware update
Preparing update.

7. File Transfer. The Firmware file is transfered to the connected instrument and the progress bar tracks the transfer process.

20/ 28



McLaneTerm

Frmware update
64KE of 256KE. [25.07%]

Cancel

8. Finalizing Update. McLaneTerm checks the connected instrument for a successful update and attempts to return to the
Main Menu.

Frmware update
Finalizing update.

Creating a Capture File

With McLaneTerm, you can capture content from the Terminal Window and sawe it to a file. All Capture functions can be found
on the Tools Menu and Toolbar.

Creating a Capture File content:

Start Capture
Stop Capture
Open Capture

21 /28



McLaneTerm

Start Capture

Start Capture:
File  Edit Imﬂ Help

Settings

Wake-up

|:EI:I Start Capture ]

% 0

End Capture
ml Open Capture
@ Firmware Update

|$||:'|—-| al E—)|@| QNDtCapturing|%|

From the Sawe File Dialog, choose a file name and location. Click Sawve to start capturing.

& Save As >
“— S « 0S5(C) » Captures w | Search Captures g
Organize = Mew folder == - 0

J‘l Music " Mame B Date modified Type

| Pictures

m Videos

s 05(C)

Mo itemns match your search.

apps
Captures
LU 4 >

[ Sy ' [

File name: | TestCapture y

Save as type: | Text Files (*.ixt) w

» Hide Folders Save Cancel

If choosing a network or removable storage drive, McLaneTerm will ask for confirmation.
This warning message can be disabled from the Settings window.

File Location Warning >

The selected path apperas to be a network or removable drive. Data
loss may occur if the path becomes unavailable during capture.

(@ Cancel and select a different path.
() Continue with file capture. Mot recommended.

Cancel

If choosing a preexisting file, McLaneTerm will ask if the file should be overwritten or content should be appended.

22 /28



McLaneTerm

File already exists et

Please choose how to proceed:

(® Append new capture to end of file.
() Ovenide file with new capture.

ox | [ ]

The Toolbar capturing text will change from (Not Capturing) to (Capturing) and be highlighted yellow.
%t |0 & B |@| o 3 @ Capturing | 5 |

23128



McLaneTerm

Stop Capture
Stop Capture:

File  Edit Imﬂ Help
£} Settings

= Wake-up
O Start Capture
[EG End Capture J
ml Open Capture

@ Firmware Update

x| 0 Al E—)|@|:D:| Capturing|%|
%

The Capture File is released for editing.

The Toolbar capturing text will change from (Capturing) to (Not Capturing).

24 | 28



McLaneTerm

Open Capture
Open Capture File:

File  Edit Imﬂ Help
£}  Settings
= Wake-up
Start Capture
3 End Capture
[Q Open Capture ]
@ Firmware Update

(% |0 &) B | @ o w5(&)captuing | % |
The capture file is opened using your computer's default application for handling text files.

You can open the capture file even during an active capture.

Session Log
Along with the user chosen Capture File, McLaneTerm will maintain a Session Log with all the content from the Terminal
Window.

The Session Log can be accessed from the Status Bar.
¥ | e coMl Sl 9600 | ¥4 Mar/14/2017 (L) 15:27:20 | ng;i |..-"(',-“,} PST-13 @ ML12345-12

The folder containing Logs from all sessions can also be accessed from the Status Bar.
¥ ©=con  Asso0 | Mar/14/2017 (D)15:27:20 |Log: E|@| £ PST-13 = ML12345-12

Session Log files are named according to each session start date and time.

| [ = | Logs — O et
Home Share View 0
1 <« McLaneT.. » Logs v | B Search Logs P
[ This PC ® O Name )

E| Log_2017-03-14@15-43-50.b¢t
= Log_2017-03-16@09-19-40.txt
= Log_2017-03-16@09-27-26.t¢t

B Desktop
@ Documents

¥ Downloads £ Log_2017-03-16@08-30-15.txt
D Music = Log_2017-03-16@09-58-30.txt
=] Pictures =| Log_2017-03-16@10-21-29.txt
B Videos =l Log_2017-03-16@11-20-24.6t
< 05 (Ch Q Log_2017-03-16@11-31-45.txt
E| Log_2017-03-16@11-51-44.bct
¥ Network El Log_2017-03-16@13-01-13.t

=] Log_2017-03-16@13-43-51.xt 7

LU 4 >

122 items =

25/ 28



McLaneTerm

Using a Remote Terminal Session

McLaneTerm can connect to a McLane instrument remotely over an Internet connection.

For Remote Access, you will need:

- One instance of McLaneTerm connected to your instrument's serial port on a computer with an active Internet connection.
(Host). See the instrument's user manual for serial port connection instructions.

- One instance of McLaneTerm running on a computer with an active Internet connection. (Client).

e McLane Terminal - O x

File Edit Tools Help >
|8 3|0 6 B| @D 5 @ NotCapturing | [ | [+ [MISWAN]3

.)))

—

McLane Research Laboratories, USR

Water Transfer System H
Main Menu
& McLane Terminal CLIENT - O x
<1> Set Time <5> Create Schedule File Edit Tools Help
<2> Diagnostics <6> Deploy System | Fo | o | & | @ | M %l Not Capturing | B | EMcLANE
<3>» Manual Operation <7> Offload Data
<4> Sleep <8> Contacting McLane McLane Research Laboratories, USA

Water Transfer System
Selection ?

Main Menu

¥ | = coul Sl 9600 | 4] 2017 () 09:44:56 | Log: [7] il | & WTS &=

<l1l> Set Time <5> Create Schedule
T <2> Diagnostics <6> Deploy System

<3> Manual Operation <7> Offload Data

<4> Sleep <8> Contacting McLane

D -
_

¥ | = couy Al 9600 | B 2017 (5) 09:44:56 | |og: [T il | & WTS e=

Selection ?

¥

Using a Remote Terminal Session content:
Host Mode
Client Mode

26 /28



McLaneTerm

Host Mode

Starting and stopping a Host:
The Remote Access dialog can be opened from the Toolbar.

|ﬂ|ﬁ||j—.|ﬁjﬁ.|@|il:l QNDtCapturing

In the Remote Access dialog, click the Start Host button (1). The Host ID (2) will be needed to initiate communication with a

client.
Clicking the Copy button (3) will place the Host ID in your computer's clipboard.
To stop broadcasting host data to all clients, click the Stop Host button (4). All connected clients will be disconnected.

Femote Access >

1
StartHust 000-000-000

= = | Start Client |

Close

Remote Access x

608-285-087 [}l

Close

When running in Host mode, the Toolbar in McLaneTerm will display the word: "Host" followed by the number of connected
clients. This text will update automatically as client connections are opened and closed.

8% 5 8 B|© | 5 e opting (o1 Grnt)|

27128



McLaneTerm

Client Mode

Starting and stopping a Client:
The Remote Access dialog can be opened from the Toolbar.

|ﬂ|ﬁ||j—.|ﬁjﬁ.|@|il:l QNDtCapturing

In the Remote Access dialog, enter the Host ID from the connected host (1) and click the Start Client button (2).
To stop communicating with the host, click the Stop Client button (3).

Femote Access >

Start Host | 000-000-000 |4l

H§08—255—Da? Start Client
1

Close

Remote Access *
000-000-000 [

—087 Stop Client

608-28
3]

Ln

When running in Client mode, the Joolbar in McLaneTerm will display the word: "Client", all local serial communication will be

stopped and you will not be able to open Settings and Eirmware Update.
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